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Work Positioners/Stackers

E100ACompact, lightweight & manoeuvrable

Self sustaining winch

Auto brake system to prevent uncontrolled lowering

Mounted on 4 swivel castors

MODEL	 BRAND	 CAPACITY	 LOAD CENTRE	 MIN HEIGHT 	 MAX HEIGHT	 PLATFORM SIZE	 LOAD WHEEL 	 STEERING WHEEL 	 OVERALL DIMENSIONS		
									         L x W x H 	 	
WRM200	 Warrior	 200kg	 235mm	 130mm	 1500mm	 470 x 600mm	 Ø 75mm	 Ø 125mm	 870 x 600 x 1920mm		
E100A	 Warrior	 100kg	 235mm	 130mm	 1700mm	 470 x 600mm	 Ø 75mm	 Ø 125mm	 870 x 600 x 1790mm		
					   

Work Positioners M200 & E100A

Smooth operating foot pump & braked steer wheels

Pressure/overload valve

Smart chromium plated frame

Position lifting

Very manoeuvrable  

Our Ministackers are excellent for the everyday light duty work area where loads to be lifted far 
exceed “the manual handling directive” but do not demand a heavy duty industrial stacker. With a 
capacity of 400kg and 3 lift height options the Ministackers are suitable for many internal jobs.

MiniStacker

MODEL	 BRAND	 CAPACITY	 PLATFORM 	 PLATFORM 	 PLATFORM 	 PLATFORM 	 SIZE OF FORKS	 STEERING 	 LOAD ROLLER	 WEIGHT	 		
			   HEIGHT MAX	 HEIGHT MIN	 LENGTH	 WIDTH		  ROLLER			 
WR0485	 Warrior	 400kg	 850mm	 85mm	 650mm	 576mm	 650 x 110mm	 Ø 127 x 40mm	 Ø 75 x 40mm	 75kg
WR0412	 Warrior	 400kg	 1200mm	 85mm	 650mm	 576mm	 650 x 110mm	 Ø 127 x 40mm	 Ø 75 x 40mm	 81kg
WR0415	 Warrior	 400kg	 1500mm	 85mm	 650mm	 576mm	 650 x 110mm	 Ø 127 x 40mm	 Ø 75 x 40mm	 91kg

M200

MODEL	 TYPE	 CAPACITY	 PLATFORM 	 MAX LIFT	 MIN LIFT	 OVERALL SIZE 	 FRONT TYRE SIZE 	 REAR TYRE SIZE
			   DIMENSIONS				    L X W X H		
MES150	 Electric	 150kg	 470 x 520mm	 1420mm	 130mm	 880 x 520 x 1958mm	 75 x 32mm	 100 x 32mm

Battery operated work positioner ideal for handling small loads in shops, 
stores etc. Equipped with 4 polyurethane swivel castors (2 braked). 
Supplied complete with battery (12V/7Ah) and charger. CE marked.

Work Positioner MES150

V Block	           

Double Spindle (E100A)      

Reel Rotator (E100A)   
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